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Dear Applicant:

Please complete the following information. Your email address is required so you can be notified on the status of your plans.
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If you are submitting a municipal plan, please provide the municipal process number(s) and ensure the municipal

application is in the office set of plans
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MIAM Miami-Dade County
COUNTY HVHZ Electronic Roof Permit Form

Waterproofing or Liquid Applied Foof Systems

|
*Denotes required user inputs. If an item does not apply enter na in that line.

“"Delivering Excellence Every Day"

*Master Permit Number: | 20( 5. o&@ﬁ%@ *Job Address: | /07 545 ﬁsfdyﬂér» Bivd: |
*Application Date: | Z?;!;Z/-’/ 20/7 | *Process Number: | ]
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> \
ayNumber: | 1 ““Q\

(‘( %s~;0u1.07_’23< ”}\)
Does this roof assembly con 5 Iy with the requirements for a fire rating per section 15
COd.? * @Y“ O NO \\\\._::T:;?":-:l:vl?;:’;;;:..‘"a;; T L e e i M""""ﬂ"”“‘/w-«-""

*NOA Prodyet’/Appro

19.16.3 HVHZ Fiorida Building

Note: Submit current copies of the fire dirvectory listing for the waterproofing assembly, manufacturer's installation
details, and the current Miami-Dade County NOA Product Control Approval for revie prior to issuing the
waterproofing permit.

Note: This waterproofing assembly shall comply with ail the requirements as listed in section 1519.16 Waterproofing
located in the HVHZ section of the Florida Building Code.

* [ Plaza Deck "Deck Type: ICONCRETE 1
« OlParking Garage *Primer: [ VULKEN 171 | telgai
* [7] Balcony *Insuiation/Fire Barrier: | NA 1
« O Other *Number of Fasteners per Insulation Board
| | P(1) Field: E P(2) Perimeter: @ P(3) Corner: IE]
*Base Coat: [VULKEN 350 |
*Slope: "1n2v ~ *Coverage: ft/gal
*Roof Mean Height: ft. *Membrane: I_I\EsH SILICA SAND ' I
*Roof Length: l_—_-’ ft. *Intermediate Coat: | VULKEN 350 |
*Roof Width: :] ft *Coverage: ft/gal
*Maximum Design Pressure: [Voiken 381 ]
! *Top Coat:
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Waterproofing / Liquid Applied Roofs

MIAM Miami-Dade County
county| HVHZ Electronic Roof Permit Form
“Delivering Excellence Every Day" Waterproofing or Liquid Applied Roof Systems

Section A (General Information)

Master Permit Number: |20150088599 | Process Number: [C.20(G[ 72D Y,
Job Address: |10755 VISCAYNE BLVD |

Contractor Name:

Waterproofing Category

O Balcohy O Parking Garage Ptaza Deck O Other:
Waterproofing System Information

Low slope roof area (t?) [4S - 77 | Steep Stoped area (ft2) |NA Total (ﬂ.’)‘ 4. 59
Section B (Section Plan)

Sketch Section Plan: lliustrate all lovels and sactions, roof drains, scup;efs. overflow scuppers and overflow drains. Include
dimensions of sections and levels, clearly identify dimensions of elevated pressure zones ind location of parapets.

Perimeter Width (a'): Corner Size (a' x a"): I ves [ See Attached Roof Plan] O no
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Densglass

Vulkem 116 Sealant And
350NF-R Detail At Joints

Omam:ﬁ moma ._DEoox.. Min
8" Off Slab Secure To Studs

C\

EIFS or Stucco Finish

Waterproofing Membrane:

Vulkem 350NF-R To Acceptable Concrete Substrate.

Membrane Must Be Applied At A

___Minimum Of 8" Up The Vertical Wall

Paint or Coat w/ Vulkem 351. Vulkem 350NF

Cannot Be Exposed To UV m
Vulkem 116 or Dymeric Maintain A Min 4" Overlap Of Stucco-EIFS g g
240FC Sealant Bead Over The Vulkem 350NF-R _ g
(May Require Weeps) / M | o
| N Vulkem 351/951NF Top Coat B AE
Dymeric 240FC or Vulkem — —M % .HW S £
116 Joint Sealant Cant Bead / Vulkem 350NF Base Coat M AL
o : it a
Concrete Slab —\ / m __ MW
- a = ° 4 0 a7 = ' o8 %
; b4 : . L < b < ) . _. m = _% -
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Note: Vulkem 950NF may be used as Scanned Y e Q;A 4 BM‘W = m
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Drawing Number

DC-27

Date: 57/09/10
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MIAMI MIAMI-DADE COUNTY

PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590 F (786) 31525-99
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Tremco, Inc.
23150 Commerce Park Dr.
Beachwood, OH 44122

SCOPE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County RER - Product Control Section to be
used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHD).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHT may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. RER reserves the right to
revoke this acceptance, if it is determined by Miami-Dade County Product Control Section that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code
including the High Velocity Hurricane Zone of the Florida Building Code. :
y
d>/<\.

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and following
statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

DESCRIPTION: Vulkem®@pplied Roof (LAR) Systen}\/ O\’}

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product,
for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section
of this NOA shall be cause for termination and removal of NOA. ‘

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

Jolbenewm Ik ol om R Small FEevamsmme: 18 esmmires - Tl
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. ‘ Expiration Date: 07/16/20
I AL Approval Date: 07/16/15
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ROOFING SYSTEM APPROVAL

Category: Roofing

Sub-Category: Liquid Applied Roof System
Material Polyurethane

Deck Type: ‘ Concrete

Maximum Design Pressure -850 psf

TRADE NAMES OF PRODUCTS MANUFACTURED OR LABELED BY APPLICANT:

Test Product
Product Dimensions Specification Description
Vulkem® 350NF-SL Auvailable in 5 & 55 ASTM C 836  One part, Low VOC polyurethane base coat
gallons ASTM C957  waterproofing membrane. Do Not Apply to
Vertical Surfaces.
Vulkem® 350NF-R Available in 5 & 55 ASTM C 836  One part, Low VOC polyurethane base coat
gallons ASTM C 957  waterproofing membrane.
Vulkem® 351 Available in 5 & 55 ASTM C957  One part, sand filled, top coat aliphatic
gallon pails polyurethane coating to provide chemical and UV
resistance.
Vulkem® 95INF Available in 4.2 ASTM C957  Two part, sand filled, top coat aliphatic
gallon kit polyurethane coating to provide additional
chemical and UV resistance.
Vulkem® 346 Available in 5 & 55 ASTM C 957 One part, sand filled, intermediate/top coat
gallon pails aliphatic polyurethane coating to provide chemical
and UV resistance
PRODUCTS MANUFACTURED BY OTHERS:
Test Product
Product Dimensions Specification Description Manufacturer
Unimin Aggregate N/A N/A 2040 (20/30 mesh size) Silicone Dioxide Generic
(silica) aggregate which imparts non-slip
texture and wear resistance.
Joalbuearweseon, 1k ok 15§ Lol 1 a1 esanmises: - Sl
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NOA No.: 15-0127.02
Expiration Date: 07/16/20
Approval Date: 07/16/15
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EVIDENCE SUBMITTED:

Test
Test Agency Test Identifier Specification Date
Underwriters Laboratories, Inc. TGFU.R10845 UL 790 06/07/13
PRI Construction Materials TRE-102-02-01 ASTM C 957 12/11/12
Technologies LLC TRE-103-02-01 TAS 114D 11/10/12
TRE-042-02-01 ASTM C 836 02/04/11
TRE-043-02-01 ASTM C836 02/04/11
TRE-099-02-01 ASTM C 957 12/11/12
TRE-041-02-01 TAS 114D 01/20/12
TRE-100-02-01 ASTM C 957 12/17/12
TRE-101-02-01 TAS 114D 11/10/12
Tistbuezmom, 1k ot 13 Sl 1Ecmmemme 1B rsmmies — Jil
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Deck Type 1 /”

Deck Description: /
System Types Fﬁl{

Substrate Prg{arati’on:

/
/

4
Primer:

Base Coat;

Maximum Design

Pressure: X
*\,

oz, 1ol
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Concrete :
Min. 2500 psi, structural concrete ' \\
Vulkem® 350NF/351 Liquid Applied Roof (LAR) System 1Y

, 4
All surfaces must be dry and clean, free of depressions, spalled areas,
honeycombs, or voids. Clean and free of any non-compe tible curing compounds,

release agents and other surface contaminants. Substrat shall be smooth with a
hair broom finish. Preferably water cured.

Primer not required. Refer to manufacturer's recommer dation or code
requirements.

Apply 40 wet mils of Vulkem® 350NF-R or 350NF-SL to the entire area to be
coated, including all detail coats, but excluding expansion joints. Use a V-notched
squeegee, followed by back rolling to evenly distribu coating and eliminate
pinholes. Base coat shall be allowed to cure in accordance with manufacturer’s
instructions to a firm but tacky rubber. For eontrol joings ot cracks, refer to the
manufacturer’s instructions. Do Not Apply 350NF-SLito Vertical Su rfaces.

i
i
!
{
Apply one or more coats of Vulkem® 351 with a solvent resistant roller sleeve at
a rate of 100 sq. ft. /gal to a minimum thickness of 15 wet mils. Briadcast 20/30 !
mesh size aggregate into wet coating at a rate of 12— 18 pounds per {00 square i

feet and backroll into membrane.

-850 psf (See General Limitation #9)

i Sl T mmmmmi 18 eranmrs -

NOA No.: 15-0127.02
Expiration Date: 07/16/20
Approval Date: 07/16/15
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Deck Type 1 Concrete Decks
Deck Description: Min. 2500 psi, structural concrete
System Types F(2): Vulkem® 350NF/951NF Liquid Applied Roof (LAR) Systems

Substrate Preparation:  All surfaces must be dry and clean, free of depressions, spalled areas,
honeycombs, or voids. Clean and free of any non-compatible curing compounds,
release agents and other surface contaminants. Substrate shall be smooth with a
hair broom finish. Preferably water cured.

Primer: Primer not required. Refer to manufacturer's recommendation or code
requirements.
Base Coat: Apply 40 wet mils of Vulkem® 350NF-R or 350NF-SL to the entire area to be

coated, including all detail coats, but excluding expansion joints. Use a V-notched
squeegee, followed by back rolling to evenly distribute coating and eliminate
pinholes. Base coat shall be allowed to cure in accordance with manufacturer’s
instructions to a firm but tacky rubber. For control joints or cracks, refer to the
manufacturer’s instructions. Do Not Apply 350NF-SL to Vertical Surfaces.

Top Coat: Apply one or more coats of Vulkem® 951NF with a solvent resistant roller sleeve
at a rate of 125 sq. ft/gal to a minimum thickness of 12 wet mils. Broadcast 20/30
mesh size aggregate into wet coating at a rate of 12 — 18 pounds per 100 square
feet or to refusal.

Maximum Design -440 psf (See General Limitation #9)

Pressure:
Todlhtmnooont, 1z alkes il Somall IErememmee 18 e — Sl
CO0 I IS 12 AT S 20 I AL Akl
BRI IR 0 2 20 LS el

! NOA No.: 15-0127.02
Expiration Date: 07/16/20
Approval Date: 07/16/15
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Deck Type 1 Concrete Decks
Deck Description: Min. 2500 psi, structural concrete
System Types F(3): Vulkem® 350NF/346/346 Liquid Applied Roof (LAR) System

Substrate Preparation:  All surfaces must be dry and clean, free of depressions, spalled areas,
honeycombs, or voids. Clean and free of any non-compatible curing compounds,
release agents and other surface contaminants. Substrate shall be smooth with a
hair broom finish. Preferably water cured.

Primer: Primer not required. Refer to manufacturer's recommendation or code
requirements.
Base Coat: ' Apply 25 wet mils of Vulkem® 350NF-R or 350NF-SL to the entire area to be

coated, including all detail coats, but excluding expansion joints. Use a V-notched
squeegee, followed by back rolling to evenly distribute coating and eliminate
pinholes. Base coat shall be allowed to cure in accordance with manufacturer’s
instructions to a firm but tacky rubber. to a firm but tacky rubber. For control
joints or cracks, refer to the manufacturer’s instructions. Do Not Apply 350NF-SL
to Vertical Surfaces.

Intermediate Coat: First coat of Vulkem® 346 is applied with a heavy duty roller (1/2" to 3/4" nap) to a
minimum thickness of 12 wet mils. Immediately following the application of the Vulkem®
346, broadcast 20 to 30 mesh silica sand into wet Vulkem® coating at a rate of 15-18 Ibs
per 100 square feet or flood to refusal. Allow the membrane to cure. Sweep away excess
silica after the coating has cured. Repeat the application for a second coat of the Vulkem®
346. Allow to cure.

Top Coat: Apply one coat of Vulkem® 346 with a solvent resistant roller sleeve at a rate of
125 sq.ft/gal to a minimum thickness of 12 wet mils.

Maximum Design -445 psf (See General Limitation #9)
Pressure:

Stz ol ooty Weyrandimmemi ol 1 copoibaibery Sl Ecmsmmmme: Brammres - I Cogrg
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NOA No.: 15-0127.02
Expiration Date: 07/16/20
i Approval Date: 07/16/15
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MANUFACTURER’S REQUIREMENTS:

1. All work shall be performed by a Contractor licensed to do roofing/waterproofing work in Miami-Dade County.
Contractor shall be familiar with the details and shall be approved by Tremco, Inc., Tremco, Inc.’s Liquid Applied
Roof (LAR) Systems shall be installed solely by approved applicators and only with installation equipment
approved by Tremco, Inc.

2. Contractor shall submit to the Building Official for review the system specifications and details. Submission of
these documents, as well as the proper application and installation of all materials shall be the sole responsibility
of the contractor.

3. Flashings shall be installed according to the manufacturers published standard details, specific details, approved
by Tremco, Inc., shall be submitted to the Building Official for review.

4. Tremco, Inc., Vulkem® Liquid Applied Roof (LAR) Systems shall not be installed without consultation with
Tremco, Inc., if ambient or surface temperature is below 40°F. Do not apply to wet or frozen concrete surface.

5. Tremco, Inc., Vulkem® Liquid Applied Roof (LAR) Systems shall not be installed over lightweight insulating
concrete or plywood decking.

6. All attachment and sizing of perimeter nailers, metal profile, and/or flashing termination designs shall conform to
Roofing Application Standard RAS 111 and the wind Joad requirements of applicable Building Code.

CONCRETE DECK SYSTEM LIMITATIONS:

1. If mechanical attachment to the structural deck through the lightweight insulating concrete is proposed, a field
withdrawal resistance testing shall be performed to determine fastener patterns and density. All testing and
fastening design shall be in compliance with Testing Application Standard TAS 105 and Roofing Application
Standard RAS 117, calculations shall be signed and sealed by a Florida registered Professional Engineer, Registered
Architect, or Registered Roof Consultant.

Stz ol ooty Weyrandimmemi ol 1 copoibaibery Sl Ecmsmmmme: Brammres - I Cogrg
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NOA No.: 15-0127.02
Expiration Date: 07/16/20
Approval Date: 07/16/15
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GENERAL LIMITATIONS:

1. Fire classification is not part of this acceptance, refer to a current Approved Roofing Materials Directory for fire
ratings of this product.

2. Insulation may be installed in multiple layers. The first layer shall be attached in compliance with Product Control
Approval guidelines. All other layers shall be adhered in a full mopping of approved asphalt applied within the
EVT range and at a rate of 20-40 1bs./sq., or mechanically attached using the fastening pattern of the top layer.

3. All standard panel sizes are acceptable for mechanical attachment. When applied in approved asphalt and/or
adhesives panel size shall be 4' x 4' maximum,

4. An overlay and/or recovery board insulation panel is required on all applications over closed cell foam insulations
when the base sheet is fully mopped. If no recovery board is used the base sheet shall be applied using spot
mopping with approved asphalt, 12" diameter circles, 24" o.c.; or strip mopped 8" ribbons in three rows, one at
each sidelap and one down the center of the sheet allowing a continuous area of ventilation. Encircling of the strips
is not acceptable. A 6" break shall be placed every 12' in each ribbon to allow cross ventilation. Asphalt
application of either system shall be at a minimum rate of 12 Ibs./sq.

Note: Spot attached systems shall be limited to a maximum design pressure of -45 psf.

5. Fastener spacing for insulation attachment is based on a Minimum Characteristic Force (F') value of 275 Ibf., as
tested in compliance with Testing Application Standard TAS 105. If the fastener value, as field-tested, are below
275 1bf, insulation attachment shall not be acceptable.

6. Fastener spacing for mechanical attachment of anchor/base sheet or membrane attachment is based on a minimum
fastener resistance value in conjunction with the maximum design value listed within a specific system. Should the
fastener resistance be less than that required, as determined by the Building Official, a revised fastener spacing,
prepared, signed and sealed by a Florida registered Professional Engineer, Registered Architect, or Registered Roof
Consultant may be submitted. Said revised fastener spacing shall utilize the withdrawal resistance value taken from
Testing Application Standards TAS 105 and calculations in compliance with Roofing Application Standard RAS
117.

7. Perimeter and corner areas shall comply with the enhanced uplift pressure requirements of these areas. Fastener
densities shall be increased for both insulation and base sheet as calculated in compliance with Roofing Application
Standard RAS 117. Calculations prepared, signed and sealed by a Florida registered Professional Engineer,
Registered Architect, or Registered Roof Consultant
(When this limitation is specifically referred within this NOA, General Limitation #9 will not be applicable.)

8. All attachment and sizing of perimeter nailers, metal profile, and/or flashing termination designs shall conform with
Roofing Application Standard RAS 111 and applicable wind load requirements.

9. The maximum designed pressure limitation listed shall be applicable to all roof pressure zones (i.e. field,
perimeters, and corners). Neither rational analysis, nor extrapolation shall be permitted for enhanced fastening at
enhanced pressure zones (i.e. perimeters, extended corners and corners).

(When this limitation is specifically referred within this NOA, General Limitation #7 will not be applicable.)

10. All products listed herein shall have a quality assurance audit in accordance with the Florida Building Code and
Rule 61G20-3 of the Florida Administrative Code.

END OF THIS ACCEPTANCE
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